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PRECISION TO COUNT 
EXACTLY

HALDRUP GC-30 GRAIN COUNTER

MANY INDIVIDUAL ADJUSTMENT OPTIONS ENSURE THAT 
SMALL SEEDS, SUCH AS CANOLA, CAN BE COUNTED JUST 

AS WELL AS LARGE SEEDS, SUCH AS CORN. 

THANKS TO ITS COUNTING SPEED OF UP TO 3000 GRAINS 
PER MINUTE, THE MACHINE WILL BE A GREAT SUPPORT 

DURING STOCKTAKING. 

THE USER-FRIENDLY TOUCHSCREEN CAN BE USED TO SAVE 
MULTIPLE INDIVIDUAL RECIPES FOR EACH TYPE OF CROP.
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HEIGHT ADJUSTMENT

VIBRATOR FEEDER

TOUCHPAD

SEED SENSOR

FUNNEL
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SEED BOX

4

2

3

5

6

3



PP-L-G
C30-EN

-01-00

CHOOSE YOUR CROP
HALDRUP GC-30
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EASY, FAST AND NECESSARY

LEVEL ADJUSTMENT SYSTEM WITH 4 SUPPORT POINTS
ADJUST THE POSITION OF THE MACHINE TO ACHIEVE THE BEST RESULTS
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ALL CONTROL AT YOUR 
FINGERTIPS

ERROR DISPLAY.

SET NUMBER OF SEED.

STEPLESS ADJUSMENT OF VIBRATOR FEEDER.

START / STOP SWITCH.

HALDRUP TOUCHPAD
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MADE TO AVOID 
CONTAMINATION

EASILY REMOVABLE.

ANTI-STATIC.

WITHOUT EDGES.

FLOW CONTROL FLAP

HALDRUP FILLING FUNNEL
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FEEDING TO THE 
LAST GRAIN

VIBRATION FEEDER 
STEPLESS SPEED ADJUSMENT
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THE BEST 
PERFORMANCE

HALDRUP SEED SENSOR

MAINTENANCE FREE.

INFRARRED SENSOR.

3 LIGHT BEAMS.

FAST AND PRECISE.
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THE RESULT IS HIGH PRECISION
HALDRUP SEED BOX
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SUPER COMPACT
HALDRUP GC-30 DIMENSIONS

HEIGHT: 
22 in. / 56 cm.

LENGTH: 
27.5 in. / 70 cm.

WIDTH: 
13.4 in. / 34 cm.

WEIGHT: 
66 lbs. / 30 Kg.
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HALDRUP USA CORP.

425 INDUSTRIAL PARKWAY
OSSIAN, IN 46777

USA

+1 (844) 694 – 6205

Info.usa@haldrup.net

www.haldrup.net


